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RID1801M | 18V Cordless Impact Driver
High power cordless impact driver perfect for screwing and loosening
larger bolts.

Motor deliveres 220Nm of torque to easily drive long screws and nuts.

Keyless bit changes 6.35mm (1/4 '') hex drive.

3 LED lights light up your work area, so you can see what you are doing.

Robust die-cast front gear housing to protect the motor.

Variable speed, reverse and brake for total control of your tool.

RID1801M
Battery pack capacity (Ah) −`
Battery type −
Charger included? No
Impact rate (ipm) 0-3400
Max. torque (Nm) 220
No load speed (rpm) 0-3200
No. of batteries supplied 0
Power 18V
Sound power level [dB[A]] 104.0
Sound power level measured
[dB[A]] 104

Sound power level measured
uncertainty [dB[A]] 3

Sound power level uncertainty
[dB[A]] 3.0

Sound pressure level (dB(A)) 93.0
Sound pressure level uncertainty
[dB[A]] 3.0

Supplied in Recyclable Carton
Vibration impact screwing [m|s²] 1.0
Vibration impact screwing
uncertainty [m|s²] 1.5

Vibration level [m|s²] 1
Vibration uncertainty [m|s²] 1.5
Weight [without battery] [Kg] 1.2
Weight with battery pack (kg) 1.6


